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CONSTRUCTION_DETAILS

INSTALL CONCRETE FOUNDATION WITH A 27
‘WITH LED- SIGNAL- HEADSs SIGNS. LED COUN

BRAILLE ON FACE PLATE, RELOCATED 250 W

- PVC_SCHEDULE 80 CONDUIT BEND)
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“INSTALL 4 |
NEW CONDUIT TD EXISTING CONDUIT IN HANDHOLE USING FLEXIBLE CONDUIT.

"INSTALL GROUNDMOUNTED SIGN.

INSTALL LED COUNTDOWN PEDESTRIAN SIGNA

3- IN. PVC SCHEDULE 80 CONDUIT BEND).
REMOVE CONCRETE,» INSTALL 3 IN. PVC SCH

ENCASE CONDUIT IN CONCRETE THEN REMOVE
INSTALL 4 IN. PVCG-SCHEDULE 80 ELECTRIC
INSTALL HANDHOLE.

INSTALL 24 IN. HEAT APPLIED WHLTE PERM
(HEIGHT TO
REMOVE EXISTING PEDESTRIAN SIGNAL HEAD
HANDHOLES AND CABINET.
- HARDWARE ., R10-4(1)MOD PEDESTRIAN SIGN
OPTION “A” SIGN WITH. INTERNATIONAL BRA
USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.

USE EXISTING CABINET AND INSTALL SIGNAL

-*

BY:JWEAVER - - .

ATT HPS LUMINAIRE AND RELOCATED 15 FT.
L HEAD SECTION,
EDULE 80 ELECTRICAL CONDUIT - TRENCHED,

EXISTING HANDHOLE AND COVER 12 IN.
AL CONDUIT - SLOTTED.

CLEAR ADJACENT WALL.)

ILLE ON THE FACE PLATE.

CABLES.

| N\ &
FT. STEEL POLE WITH SINGLE 70 FT. MA‘? ARM (PAINT
TDOWN PEDESTRIAN SIGNAL HEAD SECTION. R10—-4(1)MOD. \PEDE

- AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON STATION AND BLACK FACE PLATE OPTION "A" SIGN WITH 1
LIGHTING ARM. (NOTE: ONE 4 IN.

INSTALL CONCRETE FOUNDATION WITH 14 FT|. STEEL PEDESTAL POLE (PAINTED FEDERAL GREEN) WITH BREAKAWAY BASE
R10-4(1)IMOD. PEDESTRIAN SIGN.
PUSHBUTTON STATION AND BLACK FACE PLATE OPTION “A” SIGN WITH INTERNATIONAL BRAILLE ON FACE PLATE. (NOTE: ONE

THEN REPLACE ‘CONCRETE SIDEWALK.

AUDIBL

IN. SCHEDULE 80 ELECTRICAL CDNDUIT TO EXISTING HANDHOLE. REMOVE THE EXISTING ELECTRICAL CABLES.
INSTALL AND-ENERGIZE THE NEW ELECTRICAL CABLE.
BELOW PAVEMENT ENVELOPE AND BACKFILL.

ANENT PREFORMED THERMGPLASTIC PAVEMENT MARKING FOR STOP LINE.
AND- HARDWARE FROM POLE, REMOVE ELECTRICAL CABLE FROM ALL CONDUIT.

THEN INSTALL NEW COUNTDOWN LED PEDESTRIAN SIGNAL HEAD SECTION WITH NEW MOUNTING :
AND AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON STATION AND BLACK FACE PLATE-

REMOVE EXISTING PEDESTRIAN SIGNAL HEAD AND MOUNTING HARDWARE FROM POLE AND REMOVE

Qpé;AL GREEN)
STRIAN SIGN, °
TERNATIONAL

E/TACTILE PEDESTRIAN

CONNECT
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GENERAL NOTES

INCH CURB SHALL BE INSTALLED BY OTHERS..

P
n .

PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

70 PRINCE GEORGE'S COUNTY
e ——

'THE CUNTRACTOR SHALL VERIFY ALL. PROPOSED POLE LOCATIONS PRIOR TO

2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PRGPERTY
OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATIGN. -

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO
THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. A

4. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO °
INSTALLING PROPOSED SIGNAL EQUIPMENT.

‘ SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK
OR CURB GRADE FOR CLOSED SECTIONS,
OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, ‘
MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR.
TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

6. VIDEO CAMERA ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.

7. REMOVAL OF ISLAND AND ALL GEOMETRIC CHANGES ON RAMP “C" WITH THE

IF ANY UTILITIY CONFLICTS -

HIGHEST ROADWAY PROFILE GRADE FOR

MD 818.01,

8. REMOVAL OF EXISTING SIGNAL POLE AND INSTALLING IN NEW LOCATiON
(SEE CONSTRUCTION DETAIL U). _

N BB. NOT USED
PINAT . CC. INSTALL 8 IN. CURB (OMIT GUTTER).
\V DD. REMOVE BLOCK SECTIONS OF CONCRETE FROM EXISTING ISLAND AS
Q\ SHOWN OGN PLAN AND THE DETECTABLE WARNING SURFACE. REPLACE
(X . CONCRETE AND MATCH SURFACE TO EXISTING CUT THROUGH ELEVATION-

STATE OF MARYLAND

STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY (
TRAFFIC ENGINEERING DESIGN DMSION

DEPARTMENT -OF TRANSPORTATION

US 29 AT RANDOLPH ROAD -

ELECTRICAL CABLE FROM ALL CONDUIT, HANDHOLES AND CABINET..
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